
  

Maintenance Recommendations for Spray Texture 
 

To insure that you can enjoy your SPRAY TEXTURE surface for years to come we have 

compiled a list of maintenance instructions to make taking care of your surface easier. 

 

After application is finished: 

 Walking on your SPRAY TEXTURE surface is permitted after 24 hours. 

 Personal touches such as:  a grill, pottery or furniture, etc.  can be added 72 hours 

after completion.  Be aware that before any furniture can be placed upon your 

surface, you need to add plastic protectors to the bottom to avoid scrapes or 

indentions. 

 Automobiles can be driven on your driveway 5-7 days after completion. 

 SPRAY TEXTURE takes 28 days to harden, so please avoid pushing or pulling 

heavy objects over your surface during this time. 

 When applying SPRAY TEXTURE to a surface that surrounds a pool, some 

particles may get inside, causing the water to become cloudy.  Our product is 

water-soluble and will not hurt the pool or equipment. 

 Please be cautious not to spill pool chemicals on your SPRAY TEXTURE 

surface such as:  undiluted muriatic acid or chlorine, it could possibly discolor 

your deck. 

 No fertilizing or watering of any kind can be done near or around your freshly 

applied SPRAY TEXTURE surface.  It is advised that you wait 24 hours before 

resuming lawn or pool care. 

Cleaning of Stains & Dirt: 

 To stop stains and dirt from being ground into your SPRAY TEXTURE surface, 

be sure and clean weekly with a water hose. 

 For harder stains, you can use a firm brush with a citrus-based detergent.  Apply 

detergent, scrub and then hose off. 

Tougher Stains: 

 Water puddles can sometimes leave behind white spots due to calcium in the 

water.  In cases like this, just pick up “Lime Away” at your local grocery store.  

Apply to surface, let sit for 10 minutes and then rinse. 

 When white spots appear you may also use a light acid wash.  Use 1 part muratic 

acid to 2 parts water.  Spray on deck and leave for 3 to 5 minutes.  Rinse 

thoroughly with a garden hose. 

 Rust stains can also be removed by buying “Rust Away” or “Navel Jelly” at your 

local grocery store. 

 For tough stains use “GoJo Orange” just rub on and hose off. 

 

The following WILL be harmful to your SPRAY TEXTURE surface: 

 Power Washer with a PSI over 2900 

 Metal or Wire Brushes 

 Full strength Acids 

 Metal Scouring pads 
 


